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0perating lnstructions

Spartan Series BASIC M0DE
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GENERAL NOTES
All operating codes consist of six characters (digits and/or letters). The S&G factory master code is I 2 3 4 5 6.

When a i<eypad button is pressed, the red LED in the upper-left area of the keypad will light momentarily. lf the keypad beeper is
turned on, it will beep at the same time as the LED flashes. lf the keypad beeper is turned off, a soft click will sound.

lf you enter a code and the lock beeps twenty times rapidly, the battery must be replaced with a new 9-volt Duracell@ alkaline battery.

ALWAYS TEAVE THE SAFE DOOR OPEN WHEN CHANGING AND CHECKING CODES!

")" is a keypad beep. Do not proceed to the next step in a sequence until after the beeps sound.

lf you make a mistake during code entry, press ** or simply wait 10 seconds for the lock to clear, then begin again.

lf you pause more than 10 seconds between button presses, the lock will reset, and you will have to start again.

lf five or more incorrect codes are entered in a row, the lock will enter a three-minute penalty period during which it will not accept
input. Pressing a key during the penalty time extends the period a few seconds.

The lock will not allow you to program a user code that is identical to the master code. lt will indicate an error if you try.

Your lock may have a management reset code (MRC) that allows you to set a new master codein case the existing one is lost. Contact
your safe manufacturer or lock installer in the event of a lost master code.

Personal data that can be related to a code holder, such as a birth date, street number, or phone number, should not be used in
creatingalockcode.Avoidcodesthatcanbeeasilyguessed(suchasI234 560r111111).Thelock'sfactorydefaultcode
must be changed to a unique, secure code when the lock is put into operation by the end user.

Your Spartan Series lock can operate in two different modes: STAR MODE and BASIC MODE. The features remain the same, but code
input and programming sequences are slightly different. This side of the instruction sheet is for BASIC MODE.

a Hou means to hold down the last digit of a code until the indicated number of beeps has sounded.

Setting the Lock to BASIC Mode
Enter 66x, (6-¿¡f¡¡ mastef C7de)#.ÞÐ.Þ), 2#Ð), z#ilÙ. ThetockwittstayinBAstcMlDEuntititisintentionattychansedtosTARMIDE.

Opening the Lock
Entef yOUf 6-digit COde Ð. Thrtockwitt beeptwice,unlockforapproximatelysixseconds,thenreturntothelockedstateif youdonotopenthesafe.

Creating a Second Code (user code)
Enter the 6-digit master code and HlrD i-i!, IÐ (new 6-digit user code)ii, (new 6-digit user code)Ð.

The new user code will open the lock just like the master code.

Disable the User Code
Enter (6-di!it mAstef C7de and tton) )-Ð, 2). The user code is stitt in the tock. When used, the tock tripte-beeps, but does not open.

Enable the User Code (to activate a user code that was previously disabled)
Enter (6-dig¡t master c1de and Hon) )-Ð, 1). The user code witt now be abte to open the tock.

Delete the User Code
Enter (6-di7it mAsterC\de and llon))ì), 3). Theusercodeiserased.lf youenterthedeletedcode,thetockwitttripte-beep,butwon'topen.

Changing Your Code (either master clde 0r user clde) ALWAvs cnEct( ttEw cnDE AT LEAsr THREE flMEs BEFnRE cllsntÊ rilE D00Rt

Method I
Enter OOOOOO)I, (current6-digitcode)ii, ØeA6-digitcode)Ð, (new6-dig¡tcldfl)r.

Method 2
Enter 0 ¿¡1¿ ¡1s¡¡)-)ì, (cunent 6_di1it c7deÿ), Øpw 6_digit clde)Ð, (npw 6_digit c\de)Ð.

Using the Management Reset Code (MRC)
Enter 67 x, ¡g-¿¡g¡¡ reset clde) #ÐÐ), (npw 6-di1it master clde) #, ØÊw 6-digit master clde) #ii¡lmo*.

After the three keypad beeps at the end of the sequence, the lock will enit an additional beep for every time the MRC has been used, including the current time.

Set the Keypad Beeper Off or On
Enter 78*, (6-dig¡t master clde)#).ÞÐ), then enter gçÐ), O#M for "OFF" [or] 7#M, 7#Ði for "ON."
Battery Check
Entef 89x. Inebeepindicatesaweakbattery,andtwobeepsindicateagoodbattery.Afterhearingthebatterychecksignal,press,vagaintoresetthebatterycheck.

BASIC Mode Notes:
lf your lock does not respond to key presses and the keypad's red LED blinks once every 7O seconds, the lock
is in penalty time. Do not press any buttons for at least 3 minutes, then try your code again.
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